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Issued to:  Fapim SPA 

Via delle Cerbaie, 114 

55011 Altopascio LU ITALY 
   

This certificate confirms that 

representative samples of 

 PANIC HARDWARE 

See next page for models 
   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate.  

   

Standard(s) for Safety:  UL 305, Panic Hardware 

CAN/ULC S132, Standard Method of Tests for Emergency 

Exit and  Emergency Fire Exit  Hardware 

Additional Information:  See the UL Online Certifications Directory at  

https://iq.ulprospector.com  for additional information. 

 
 

 
This Certificate of Compliance does not provide authorization to apply the UL Mark.  Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark. 
 
Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
 
Oltre Push Rim single point latching Model PC(+).  
 
Surface Vertical Rod Device, Oltre Push Series two points latching  
Model PAVBV(+), PALBL(+), PCAV(+), PCAL(+), PCBV(+) and PCBL(+). 
   
Oltre Push three points latching Models PCAVBV(+) and PCALBL (+).  
 
(+) – Optional dogging system is denoted by the addition of Model 8250A. 
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